Jib furling

«  Made by Olympic Class Supplier Performance
Sails
«  Colours available (optional)
« Radial panel layout for optimal load distribution
+  High tempered woven cloth (Dacron)
« UVleach and foot protection
«  Hardware
o Harken furling system

Spinnaker for furling system (Optional)

«  Made by Performance Sails
« Radial panel layout for optimal load distribution
« Nylon cloth
«  Colours (optional)
«  Hardware
o Divisible bowsprit for easy transport
o Harken continuous line drive furler
system
o Harken running blocks and cleats

Trampoline

«  Made by Performance Sails

+  Black UV resistance mesh

+ Integrated storage bag

«  Easyconnect for simple assembly

Other hardware

«  FEquipped with Harken running blocks and cleats
«  Front and rear cross bars with easy connect
«  Lowstretch stainless standing rigging with
special teardrop terminals
« High quality ropes
« Acclaimed Nacra kick-up rudder system
o Carbon reinforced high aspect blades
o Aluminum rudder castings with precision
bearings

o Rudder covers
«  Aluminum rotating mast
o Specially designed wing section
o Waterproof
o Rotating mainsail hoist connection for
better performance
0 Mast cover




Nacra 570
Professional edition

The Nacra 570 professional edition is specially
designed for the professionals such as, sailing schools,
resorts and club boats.

Professional configuration

Fully battened mainsail and furling jib made by In more detail

Olympic Class Supplier Performance Sails

Radial panel layout for optimal load distribution Hulls Accessories (optional)

High tempered woven dacron cloth for mainsail New low drae hull desi i d sk

and jib (“Island”) ’ g hull design with integrated skeg «  Full boat cover (“available mid 2023)

+ Integrated HPS (Hull protection system)

: . +  Beachwheels
« large Progrip decks pads for extra sailing comfort

«  Road trailer

Reefing system for mainsail (optional)
1to 8 cunningham system

1 to 10 mainsheet system and safety : " » Wingseats (“available mic

2 person trapeze system +  Low bridle connection for better sailing . -

HarkenTM equipped performance Technical Specifications

Fived tiller extencion +  Hull construction using sustainable materials . Boatweight 165 kg / 364 [b

Acclaimed Nacra kick-up rudder systern 0 Green certificate Vinyl Ester Resin (VER) . Mast len gth 9.00 n*%/ 505 ft

Integrated righting line system from renewable resources «  Hulll gh 5 6 18 4’ft
0 Vapourless vacuum Infusion process ulllength 56 m /18,

Modular construction

« Beam25m/82ft

+  Mainsail 15,5m?/ 167 ft*

«  Jibfurling4,37 M? / 47 ft*

Mainsail « optional) Spinnaker for furling system
19.5M? /210 ft?

«  Composite foam (PET) from renewable resources
«  Hulls with easy connect for easy assembly

«  Made by Performance Sails
+  Colouravailable (optional)
«  Boomless sail plan Contact us now!
«  Lower power distribution for lighter handling

«  Fully battened

«  Performance Sails batten tensioners

«  High tempered woven cloth (Dacron)

«  Epoxy tapered battens

« Radial panel layout for optimal load distribution
+  High tempered woven durable cloth (Dacron)

Nacra Sailing International

Hellingweg 108-116

2583 DX Scheveningen (The Hague Beach)
The Netherlands

Phone: +31 (0)70 338 2900
www.nacrasailing.com
https://nacrasailing.com/boat-portal/freeride/




